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INSTRUCTIONS FOR USE

TO FIT NEEDLE WITH METAL LEUR NEEDLE NUT:

*Some units are equipped with a plastic "T"-slot type needle nut. If your vaccinator has this
type of needle nut, please use the instructions under the next section.

1.) For safety, leave protective cover on needle until ready to prime vaccinator.

2.) Make sure metal needle nut is finger tight. DO NOT TIGHTEN WITH PLIERS OR
OTHER TOOLS. THIS CAN CAUSE BARREL BREAKAGE.

3.) Push needle hub into needle nut and twist clockwise until needle locks in place. Remove
safety cover when ready to prime vaccinator by continuing to twist clockwise. The safety
cover will twist off, exposing the needle. (KEEP COVER FOR NEEDLE REMOVAL.)

4.) To remove needle. Replace safety cover onto needle and twist counter-clockwise. Needle
will twist out. Discard needle in bio-safe container. DO NOT REMOVE NEEDLE NUT TO
REMOVE NEEDLE. THE NEEDLE NUT WILL STAY IN PLACE.

TO FIT NEEDLE WITH PLASTIC NEEDLE NUT:

1.) For safety leave protective cover on needle until ready to prime vaccinator.

2.) Loosen plastic needle nut until nib is below cut-out "T"-slot section as shown.

3.) Insert needle base into cut-out "T"-slot section and screw needle nut firmly onto barrel.
DO NOT TIGHTEN WITH PLIERS OR OTHER TOOLS. THIS CAN CAUSE BARREL
BREAKAGE.

4.) Remove safety cover when ready to prime vaccinator by twisting safety cover
clockwise. The safety cover will twist off, exposing the needle.

5.) To remove needle. Replace safety cover onto needle. Partially unscrew needle nut until
needle can be removed. Discard needle in bio-safe container.

* Some vaccinating units are equipped with a removable nozzle for drenching applications.
These units are not supplied with a needle nut, but a drench nozzle only. If your unit is so
equipped, please use the cleaning and assembly instructions below.

1.) To remove the drencher for cleaning, unscrew the drench nozzle nut from the barrel.

2.) Inside, you will find a small o-ring. The o-ring should stay in place, but can fall out. Take
care not to lose the o-ring.

3.) After cleaning with hot soapy water & rinsing, apply a small drop of food-grade lubricant
(provided in the Prima Tech cleaning kit) to the o-ring to prevent dry rot and keep it in place.
4.) Make sure o-ring is in place and screw the drench nozzle nut back onto the vaccinator.
HAND-TIGHTEN ONLY. DO NOT TIGHTEN WITH t



