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INSTRUCTIONS FOR USE

TO FIT NEEDLE WITH METAL LEUR NEEDLE NUT:

*Some units are equipped with a plastic "T"-slot type needle nut. If your vaccinator has this
type of needle nut, please use the instructions under the next section.

1.) For safety, leave protective cover on needle until ready to prime vaccinator.

2.) Make sure metal needle nut is finger tight. DO NOT TIGHTEN WITH PLIERS OR
OTHER TOOLS. THIS CAN CAUSE BARREL BREAKAGE.

3.) Push needle hub into needle nut and twist clockwise until needle locks in place. Remove
safety cover when ready to prime vaccinator by continuing to twist clockwise. The safety
cover will twist off, exposing the needle. (KEEP COVER FOR NEEDLE REMOVAL.)

4.) To remove needle. Replace safety cover onto needle and twist counter-clockwise. Needle
will twist out. Discard needle in bio-safe container. DO NOT REMOVE NEEDLE NUT TO
REMOVE NEEDLE. THE NEEDLE NUT WILL STAY IN PLACE.

TO FIT NEEDLE WITH PLASTIC NEEDLE NUT:

1.) For safety leave protective cover on needle until ready to prime vaccinator.

2.) Loosen plastic needle nut until nib is below cut-out "T"-slot section as shown.

3.) Insert needle base into cut-out "T"-slot section and screw needle nut firmly onto barrel.
DO NOT TIGHTEN WITH PLIERS OR OTHER TOOLS. THIS CAN CAUSE BARREL
BREAKAGE.

4.) Remove safety cover when ready to prime vaccinator by twisting safety cover
clockwise. The safety cover will twist off, exposing the needle.

5.) To remove needle. Replace safety cover onto needle. Partially unscrew needle nut until
needle can be removed. Discard needle in bio-safe container.

1.) Remove protective cover from needle.

TO PRIME VACCINATOR:

2.) Align front of piston with the line of the larg~



